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The Committee on Carbon Dioxide notes the following error in the 2005 edition of NFPA 
12, Standard on Carbon Dioxide Extinguishing Systems. 

1. Revise section 4.5.4.6.4. to read as follows: 

4.5.4.6.4* Automatic actuation controls shall be arranged as follows: 

(1) To require a sustained fire alarm initiation signal prior to activation of predischarge alarms. 

(2) To require activation of any electrically operated predischarge time delays and electrically 
operated predischarge alarms prior to activation of releasing devices. 

2. Revise Section 3.3 .7 to read as follows: 

3.3.7 Occupiable. See 3.3.6, Normally Unoccupied 

3. In paragraphs 4.3.3.2 and 4.3.3.4 revise last sentence to read as follows: 

“except as noted in 4.5.1.3 and 4.5.6.1” . 

4. In paragraph 4.7.1.2 the last sentence makes reference to 4.7.1.2.4. Change reference to 
4.7.1.2.5. 

5. Revise sub- paragraph 4.7.1.2.3.2 to read 4.7.1.2.4. 

6. Revise sub-paragraph 4.7.1.2.4 to read 4.7.1.2.5 

7. Revise paragraph 6.3.3.5 to become a sub-paragraph 6.3.3.4.1. 
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